JAL LIST

DESCRIPTION
GROUND ROD 3/4" X 8 COPPERWELD JOSLYN J9168 W/(1) J—9183
44 AWG, 7 STRAND, FULLY ANNEALED, SOFT BARE COPPER

#1/0 AWG, 7 STRAND, FULLY ANNEALED, SOFT BARE COPPER
CONNECTION #1/0 AWG TO PIPE BURNDY TYPE GAR SIZE TO SUIT
CONNECTION #1/0 AWG RUN TO #4 AWG TAP CADWELD TO TAC—2CIL

SPLIT BOLT CONNECTOR FOR #4 AWG TO #6 AWG GALVANIZED STEEL FENCE FABRIC
BURNDY SERVIT KS22 OR APPROVED EQUAL

1-3/16"

_GATE POST

7/16" DIA.

1~1/4"

2-1/2"

FLEXIBLE COPPER BRAID 1-3/16" W X 24" LONG WITH 2-1/2" END FERRULES, EACH
WITH ONE 7/16" BOLT HOLE, BURNDY BD24 OR APPROVED EQUAL

HINGE -
POST 6 CONNECTION FOR #4 AWG TO BRAID FERRULE AND FENCE, BURNDY GB26 OR
APPROVED EQUAL
§§ 8
1l ) ) I . ) CONNECTION #4 AWG TO 3/4” GROUND ROD CADWELD GRC—-181L
e x x — — . e CONNECTION #1/0 AWG TO 3/4” GROUND ROD CADWELD GRC—182C OR APPROVED EQUAL
eSS T * * = = ’ CONNECTION #4/0 AWG TO #4/0 AWG STRANDED CABLES CADWELD PCC—-2Q2Q OR
3 APPROVED EQUAL
| 2
- ?
7 ~
=)
POWER CORRIDORS | DIME
(KILOVOLTS) SHO
FENCE TO CENTER OF POWER LINE
1 2.3 TO 44 25 FT.
Sl | g 69 TO 115 50 FT.
< % 138 TO 161 75 FT.
(GROUND GRID WIRE) % f‘”‘i \% % be e, 7 St 230 TO 289 100 FT.
\ K\ | / EARE COPPER 290 & ABOVE 150 FT.
ELEVATION ]

—f 4'~0" MAX. |— —| 4'—0" MAX. |—

N.T.S.

HORIZONTAL GROUND BUS
CONNECTION TO FENCE AT
INTERVALS OF 10 FT. MAX,

GROUNDS RODS SHALL BE DRIVEN
ON INSIDE OF AND AS CLOSE AS
s} " PRACTICAL TO THE FENCE

(SEE TABLE 1)

SECURITY FENCE WITH
HORIZONTAL GROUND BUS,
RISER_AND GROUND ROD

CHAIN
LINK

|
.

zy b _
§ POWER CORRIDOR S ' '
& o GROUND RODS ALONG FENCE SPACED 50°-0" (MAX)
GROUNDS RODS SHALL BE DRIVEN SECURITY FENCE WITH 24,
ON INSIDE OF AND AS CLOSE AS HORIZONTAL GROUND BUS, - POWER LINES 6
PRACTICAL TO THE FENCE RISER AND GROUND ROD -1 (REFERENCE) ~—— d
e / S ———— 2
- X
FT. MAX ‘ "D" DIMENSION (MIN)
] TYP. GROUND ROD SPACING
25 FT. MAX. =
1
Q.
o
<

ELECTRICAL LINES PARALLELING FENCE LINES
(SEE TABLE 1)

N.T.S.

SEE NOTE BELOW

#-0"(MAX) |=— | 4'~0"(MAX)

25 =0 | (MAX.)

SEE _NOTE BELOW

ELEVATI

NOTE:

1. FOR FENCE FREE FROM ELECTRICAL POWER LINE CROSSINGS OR
PARALLELS, GROUNDING SPACING SHALL BE SPACED AT 500 FEET INTERVALS

APPROVED FOR RELEASE
H.H., THOMAS
DATE 4/ 7/14

REV

= NUMBER OF

.
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COATED STEEL BARBED WIRE (TYP.) GALYV. STEEL EXTENSION NOTES:
#11 GAUGE / ARM (TYP.) 1) SEE FBP CSPEC—-02444 REV. 1 FOR MATERIALS & INSTALLATION
COATED WIRE X X et it % R e
FABRIC (TYP.). — X ¥* H— =% S Y
— 3 X 5 % X 3 =

/ TENSION WIRE

_ 2J"x 4.10 #+4—COLUMN OR
23" GALV. STEEL PIPE LINE
POST (TYP.).

GALV. STEEL
TENSION BANS
14" MAX.
SPACING (TYP.). ~

= Hg x ¥ GALV. STEEL
N TENSION BAR

'

) ~ 1% 0.D. GALV. STEEL P
2%" 0.D. GALV. PIPE BRACE (TYP.)

STEEL PIPE
CORNER — -3 DIA. GALV. STEEL

POST (TYP.) \ s TRUSS ROD.

FENCE HEIGHT 8"~0"

SECURED AREA
~FABRIC HEIGHT 7°-0"

\__ #6 GAUGE COATED STEEL FABRIC
BANDS, 14" MAX. SPACING.

S
= 47 GAUGE SPRING COIL COATED
N STEEL TENSION WIRE (TYP.).
i P ah—7
] A =TT T === == [ I ' | e
el HENEE=E= == T T Tl =
=2 SEEEEIEEEIELED SIS
—HHEM L #9 GAUGE COATED FABRIC TIE WIRES, S0
=T, 24" MAX. SPACING (TYP.). AlFate | = SN
— s b N.T.S.
iy S CLASS "C” CONCRETE
pllziles
=te1— 8" DIA
10'-0" MAX. SPACING -
CORNER POST NOTE: ALL FENCING HARDWARE SHALL BE LINE POST

INSIDE SECURE AREA, ALL BOLTS WILL BE
SPOT WELDED OR PEENED.

N.T.S.
XE%C@A?E@ STL. BARBED WIRES (TYP.) CAPPED END i@’“{?a}mm\\

b
X
4

St g %z = 5 . 1 LW 5
Eay S

== 10'=0" MAX. SPACING =

9 GALV. COATED STL——
WIRE FABRIC

END POST

s PLACE BARS BETWEEN FABRIC AND PIPE
\\ WELD TO PIPE, PAINT—ALUMINUM.

‘\\ " 5/8" 0.D. GALV. STEEL PIPE BRACE RAIL (TYP.)

i

H#+——1 7/8” 0.D. GALV. STL.
PIPE FRAME (TYP.)

8—-0" FENCE HEIGHT

- ~. BRACE BOTH SIDES OF
INGS WITH

<H—4" 0.D. GALV. STL.
oo GATE POST
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& ::;j 5/8" DIA. STEEL BARS 5" C/C WE W r ) MY T ——5/8" STEEL BARS IMBED 18"
Pl AT INTERSECTION, PAINT—ALUMINUM NAFAF NN 5% C/C IN SOLID EARTH

; \ NN )
g;{;}{%{%f NN INFORMATION CONTAINED WITHIN
A _DOES NOT CONTAIN

- 24'-0" GATE OPENING o=

APPROVED FOR RELEASE
7.,
N.T.S. DATE ¢ A

~ NUMBER OF
SECTION OR

SECTION & DETAIL KEY
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